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LIGHTING
YOUR
WORLD IN
BETTER WAY

Designed in Germany. Made in India. Residential | Commercial | Industrial | Architectural




about LEDURE

LEDURE offers a wide range of modern, aesthetically designed and energy efficient LED lights for internal and external
application. Our products have high reliability, built in to the design through years of research & development. In doing so,
the company has employed highly technical, well disciplined, foreign trained, field tested and experienced manpower.

LEDUREW®

At LEDURE, we ensure high quality products with a sense of style, by controlling the design & production of critical
components such as electronic drivers and heat sink at our plant. LEDURE products undergo rigorous testing for
extreme temperature, surge protection and humidity conditions. LEDURE LED Lights are designed for high light output

to suit specific lighting applications, delivering high lumen per watt of energy consumed

State of the art manufacturing facilities with main focus on R&D - thus keeping pace with the ever improving technology,
staying ahead of the competition and creating a place for India in global market.

Manufacturing Unit SMT Machine Laser Cutting
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government projects

Successfully Supplied & Installed

LEDUREW®

10000+

Canopy Lights

50000+

Street Lights

Flood Lights

High Mast Lights

Ceiling Panels

45000+

Flame Proof
Lights

500000+

Smart LED
Tubelights

esteemed clients

siearstteh
onNnGcCc

IndianOil

i
=0

H
E :

@ 7 /‘
NGy WAL |

&
s:rolz%cns RN O gﬁé W &Castrol

nnnnnnnnnnnnnn HUAWEI

and many more..
HDB Financial Services Canara Bank Modern School Delhi Public School Aligarh Muslim University IIT Kharagpur Delhi Technical University
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RESIDENTIAL | COMMERCIAL | INDUSTRIAL | ARCHITECTURAL LEDURE .

Designed in Germany. Made in India.

Prime Downlight
Series

Backlit Downlight | Slim Border
Extra Bright | Anti Glare | Fluctuation Proof
Inbuilt Driver| Polycarbonate Housing | Recessed Mount

System Lumen
@ CRI>80 @ > 140/W
Input , Surge Protection
130-320V AC Upto 4KV

ProductCode | Wamage | Qmendons | Dmenons | swndad | Gl [ MAR
LD-58R-6W 6W 2116x35 100mm 40 OO0 7320
LD-58R-9W e 2116x35 g 100mm 40 OO0 7400
LD-58R-12W 12W @145x35 e 132mm 20 OO0 7510
LD-58R-15W 15W @166x35 O 152mm 20 OO0 7600
LD-58R-18W 18W @220x35 208mm 20 OO0 Z850
LD-585-6W 6W 116x116x35 100mm 40 OO0 7320
LD-585-9W 9w 116x116x35 s 100mm 40 OO0 3400
LD-585-12W 12w 145x145x35 z 132mm 20 @O0 7510
LD-585-15W 15W 166x166x35 O 152mm 20 DIOX®) 600
LD-585-18W 18W 220x220x35 208mm 20 OO0 7850
LD-58R-9WT @116x35 100mm 3hin-1 7600
LD-58R-15WT 15W @166x35 152mm 20 3-in-1 7900
LD-585-9WT ow 116x116x35 100mm 20 3-in-1 7600
{ LD-585-15WT 15W 166x166x35 O 152mm 20 3-in-1 2900 J

Sun Downlight
Series

Backlit Downlight | Slim Border
Extra Bright | Anti Glare | Fluctuation Proof
Inbuilt Driver | Polycarbonate Housing | High End Finish

System Lumen
o CRI>80 @ > 1400

Input , Surge Protection
130-320V AC Upto 4KV

Product Cod Dimensions Dimensions Standard Color M.R.P.
roduct Code Outer (mm) Cutout (mm) Packing Temperature (% Per Unit)
LD-44-8W 8W $115x35 100 40 OO0 7360
LD-44-15W 15W @164x35 @150 20 QOO ¥575




LEDURE®

Designed in Germany. Made in India.

RESIDENTIAL | COMMERCIAL | INDUSTRIAL | ARCHITECTURAL

Wave Panel
Series

Slim Panel | PMMA Light Guide Panel
Extra Bright | Anti Glare | Fluctuation Proof
External Driver | Aluminum Housing | Recessed Mount

System Lumen
O CRI>80 @ > 140/W
Input , Surge Protection
130-320V AC Upto 4KV — —

Dimensions Dimensions Standard Color M.R.P.
Product Code ARG Outer (mm) . Cutout (mm) Packing Temperature (% Per Unit)
LD-78R-3W 3W ?#82x23 @70 40 Q O Q 7290
LD-78R-6W 6W ?$118x23 $108 40 OO0 7340
LD-78R-9W 9w ?118x23 = @108 20 Q00 3435
LD-78R-12W 12W ?150x23 & $135 20 OO0 7540
LD-78R-15W 15W @170x23 O @155 20 DIOX®) 7640
LD-78R-18W 18W ?191x23 $175 20 OO0 7900
LD-78R-22W 22W $224x23 $204 20 QOO0 31250
LD-78S-3W 3W 82x82x23 70x70 40 OO0 7290
LD-785-6W 6W 120x120x23 ) 108x108 40 C Q Q 7340
LD-785-9W ow 120x120x23 5 108x108 20 OO0 3435
LD-785-12W 12W 150x150x23 3 135x135 20 XOJ0) 540
LD-785-15W 15W 170x170x23 O 155x155 20 @00 3640
LD-785-18W 18W 191x191x23 175x175 20 () Q Q 7900
LD-785-22W 22W 225x225x23 204x204 20 OO0 71250
Ultra Slim Panel
Slim Panel | PMMA Light Guide Panel
Extra Bright | Anti Glare | Fluctuation Proof
Internal Driver | Aluminum Housing | Recessed Mount
S B Oz
— — | —

Input l Surge Protection —
@ 130-320V AC O Upto 4KV

oductcode | wamage | Dmendons || Dmewons | smmaad | el MR
LD-352-6W 6W ?110x26 ?95 40 Q0O %340
LD-352-9W ow $120x26 g @105 20 QOO 7435
LD-352-12W 12W B150x26 & ®125 20 CXOXV) 2540
LD-352-15W 15W $170x26 O @155 20 ® OO 7640
LD-352-18W 18W ?#203x26 @185 20 CYOXO) 3900
LD-351-6W 6W 115x115x26 ° 100x100 40 OO0 7340
LD-351-9W ow 120x120x26 g 105x105 20 QOO 7435
LD-351-12W 12W 150x150x26 < 125x125 20 OO0 540
LD-351-15W 15W 170x170x26 | || 155x155 20 ® OO 2640
LD-351-18W 18W 203x203x26 182x182 20 OJOXO) 7900




RESIDENTIAL | COMMERCIAL | INDUSTRIAL | ARCHITECTURAL

LEDURE®

Designed in Germany. Made in India.

Galaxy Surface
Series

Backlit Surface | Border less
Extra Bright | Anti Glare | Fluctuation Proof
Inbuilt Driver | Poly Carbonate Housing | Surface Mount

System Lumen
o CRI>80 @ 10
Input l Surge Protection f
130-320V AC Upto 4KV in

Dimensions
Product Code Outer (mm)

Standard
Packing

Wattage

Color
Temperature

M.R.P.
(% Per Unit)

LD-45-8W 8W ?92x24 40 DIOX®) 7395
LD-45-15W 15W ?$135x26 20 OO0 7635
Galaxy Surface
Series (Add-on)
Galaxy Surface Add-on
Clip on to Galaxy Surface
Turn Galaxy into Downlight -
S

Concealed Light | Junction Light

Standard M.R.P.
Packing (% Per Unit)
Junction Back 48 320
Concealed Back 48 340

Prime Surface

Series (Add-on)

Prime Downlight Add-on

Clip on to Prime Downlight

Turn Prime into Surface Light

Wall Mount | Surface Mount —
Product Code Dimensions ‘ Stanqard M.R.P..

Outer (mm) Packing (% Per Unit)

LD-64R-6-9W @118x35 - 40 780
LD-64R-12W @147x35 § 20 7100
LD-64R-15W @167x35 - 20 7125
LD-64R-18W @221x35 O 20 %180
LD-645-6-9W 118x118x35 w 40 780
LD-64S-12W 147x147x35 g 20 7100
LD-64S-15W 167x167x35 < 20 7125
LD-64S-18W 221x221x35 D 20 %180




LEDURE®

Designed in Germany. Made in India.

RESIDENTIAL | COMMERCIAL | INDUSTRIAL | ARCHITECTURAL

Wave Surface
Series

Edge-lit Surface | PMMA LGP
Extra Bright | Anti Glare | Fluctuation Proof
Internal Driver | Aluminum Housing | Wall & Surface Mount

System Lumen
o CRI>80 @ NI
Input l Surge Protection
130-320V AC Upto 4KV

Wattage

Standard
Packing

[\V
(% Per Unit)

Color
Temperature

Dimensions
Outer (mm)

?122x35

Product Code

LD-77R-6W

LD-77R-9W ow $122x35 g

LD-77R-12W 12w @175x36 &

LD-77R-15W 15W ?$175x36 O

LD-77R-20W 20W $227x35
/ LD-775-6W 6W 122x122x35 20 OO0 3425

LD-775-9W 9w 122x122x35 % 20 Q@O0 3535
\ LD-775-12W 12W 175x175x36 g 20 OO0 Z675

LD-775-15W 15W 175x175x36 O 20 OO0 7800
\ LD-775-20W 20W 227x227x35 12 DIOX®) 21400

Grace COB Surface
Series

Focus Surface | Fluctuation Proof
Halogen Effect | Premium Finish Options
Internal Driver | Aluminum Extrusion | Surface Mount

System Lumen
o CRI>90 @ S o
Input l Surge Protection
130-320V AC Upto 4KV

Dimensions
Outer (mm)

@55x100
@75x130
?94x150

Gun Metal Rose Gold Chrome Black

Standard Color M.R.P.
Packing Temperature (% Per Unit)

Product Code Wattage

LD-56-6W
LD-56-12W
LD-56-20W




RESIDENTIAL | COMMERCIAL | INDUSTRIAL | ARCHITECTURAL LEDURE .

Designed in Germany. Made in India.

Grace COB
Series

New Age COB | Premium Finish Options
Halogen Effect | Aesthetic Marvel
External Driver | Aluminum Casting | Recessed Mount

System Lumen
o CRI>90 @ S 1400

i Gun Metal
@ Inputac @ S:[gi Protection Rose Gold Golden Chrome
Dimensions Dimensions Standard Color M.R.P.
Product Code ‘ Wattage Outer (mm) ‘ Cutout (mm) ‘ Packing ‘ Temperature ‘ (% Per Unit)
LD-57-6W W @68x60 @60 24 X ) ( X XOI® ) O O 7800
LD-57-12W 12w @83x75 @75 12 @K ) (X XOX®) OO0 71250

Boost COB
Series

New Age COB | Deep Recessed
Halogen Effect | Aesthetic Marvel
External Driver | Aluminum Casting | Recessed Mount

O CRI>90 @ E)ﬁgITNLumen

Input , Surge Protection
130-320V AC Upto 4KV

Dimensions Dimensions Standard Color M.R.P.

Product Code EBELR Outer (mm) Cutout (mm) Packing Temperature (% Per Unit)
LD-71-6W 6W @60x80 253 24 00 2800
LD-71-12W 12W @70x93 @64 12 OO0 31250

Dynamo COB
Series

New Age COB | Deep Recessed
Halogen Effect | Aesthetic Marvel
External Driver | Aluminum Casting | Recessed Mount

o CRI>90 @ E);SJSITNLumen

Input l Surge Protection
130-320V AC Upto 4KV

Product Cod Dimensions Dimensions Standard Color M.R.P.
HOCLCHEOCE Outer (mm) Cutout (mm) Packing Temperature (% Per Unit)
LD-72-6W 6W @40x62 @36 24 ) DIOX®) 21100
LD-72-12W 12W @58x80 @52 12 OO0 1500

Fage: @



RESIDENTIAL | COMMERCIAL | INDUSTRIAL | ARCHITECTURAL LEDURE .

Designed in Germany. Made in India.

Air COB
Series

New Age COB | Premium Finish
Halogen Effect | Aesthetic Marvel
External Driver | Aluminum Casting | Recessed Mount

o CRI>90 @ f);sigln\;vLumen

Input l Surge Protection
130-320V AC Upto 4KV

Product Code Wattage gimensions Dimensions Stanqard Color M.R.P._
uter (mm) Cutout (mm) Packing Temperature (% Per Unit)
LD-35R-6W W #6866 @60 24 O D) OO 700
LD-35R-9W oW ?#68x66 § @60 24 ® @O0 7950
LD-35R-12W 12w ?84x74 - @76 12 O D OO 71050
LD-35R-20W 20W @95x97 O @87 12 D OO0 72000

New Age COB | Premium Finish
Halogen Effect | Aesthetic Marvel
External Driver | Aluminum Casting | Recessed Mount

System Lumen
O CRI>90 @ > 140/W
Input l Surge Protection
130-320V AC Upto 4KV

Product Cod Dimensions Dimensions Standard Color M.R.P.
roduct Code Outer (mm) Cutout (mm) Packing Temperature (% Per Unit)
LD-355-6W W 72x72x70 [ 68x68 24 QOO 3700
LD-355-12W 12W 83x83x83 76x76 12 OO0 71050

Classic COB
Series

COB with Fixed Focus
Halogen Effect | Diamond Cut Reflector
External Driver | Aluminum Casting | Recessed Mount

O CRI>80 @ E)ﬁg/ﬂ\}vLumen

Input l Surge Protection
130-320V AC Upto 4KV

Product Code Wattage gimensions Dimensions Stand_ard Color M.R.P._
uter (mm) Cutout (mm) Packing Temperature (% Per Unit)
LD-192-3W 3w @65x25 @36 24 000000 7325
LD-192-6W W P90X40 @70 24 OO0 3525
LD-192-12W 12W #105X60 @85 12 OO0 7800
LD-192-20W 20W P137X76 @115 12 OO 71300
LD-192-30W 30W ?#188X70 @165 12 OO0 %1750




LEDURE®

Designed in Germany. Made in India.

RESIDENTIAL | COMMERCIAL | INDUSTRIAL | ARCHITECTURAL

Round COB
Series

COB with Tiltable Focus
Halogen Effect | Fluctuation Proof
External Driver | Aluminum Casting | Recessed Mount

o CRI>80 @ f)ﬁg/mWLumen

Input l Surge Protection
130-320V AC Upto 4KV

Dimensions
Outer (mm)

Standard Color M.R.P.
Packing Temperature (% Per Unit)

Dimensions

Wattage Cutout (mm)

Product Code

LD-062-3W
LD-062-6W
LD-062-12W
LD-062-20W
LD-062-30W

Square COB
Series

Focus Downlight | Tiltable Spot
Halogen Effect | Fluctuation Proof
External Driver | Aluminum Casting | Recessed Mount

o CRI>80 @ f);sigln\;vLumen

P68x42

P94X54
@115X75
?142X89
?180X95

Input
130-320V AC

Product Code

LD-061-12W
LD-061-24W
LD-061-36W

o

Surge Protection
Upto 4KV

Dimensions
Outer (mm)

113x113x85
202x112x85
295x112x85

Dimensions
Cutout (mm)

102x102
185x102
280x102

Standard
Packing

Color
Temperature

M.R.P.
(% Per Unit)

Lazer Blade

Series

Beam Focus | Nano Design

Halogen Effect | Narrow Angle | Fluctuation Proof
External Driver | Aluminum Casting | Recessed Mount

o CRI>80
Input
130-320V AC

Product Code
LD-70-3W
LD-70-6W

LD-70-15W

o
o

System Lumen
> 140/W

Surge Protection
Upto 4KV

Dimensions
Outer (mm)

45x45x50
75x45x50
148x44x51

Dimensions
Cutout (mm)

35x35
65x35
137x35

Standard
Packing

Color
Temperature

M.R.P.
(% Per Unit)

b



RESIDENTIAL | COMMERCIAL | INDUSTRIAL | ARCHITECTURAL

LEDURE®

Designed in Germany. Made in India.

Zoom COB

Series

90" x 180" Adjustable Downlight | Wall Washer
Halogen Effect | Fluctuation Proof
External Driver | Aluminum Casting | Recessed Mount

o CRI>80
Input
130-320V AC

Product Code
LD-24-20W
LD-24-30W
LD-24-40W

System Lumen
> 140/W

l Surge Protection
Upto 4KV

Dimensions
Outer (mm)

$130x90
@156x120
$189x150

Dimensions
Cutout (mm)

Standard
Packing

Color
Temperature

M.R.P.
(% Per Unit)

Mini Spot Series

Spot Light | Niche Light
Halogen Effect | Fluctuation Proof
Internal Driver | Polycarbonate Body | Recessed Mount

o CRI>80
Input
130-320V AC

Product Code ‘ Wattage ‘

LD-79-2W

System Lumen
> 140/W

, Surge Protection
Upto 2KV

Dimensions
Outer (mm)

P41x20

Dimensions
Cutout (mm)

Standard
Packing

o

Color
Temperature

leee
U

M.R.P.
(% Per Unit)

Ceiling Downlight

Series

Back-lit Downlight | Uniform Light
MS Casing | Fluctuation Proof | External Driver
Recessed Mount | Grid Ceiling | Gypsum | Hanging

o CRI>80
Input
130-320V AC

Product Code

System Lumen
> 140/W

l Surge Protection
Upto 4KV

Dimensions
Cutout (mm)

Standard
Packing

Color
Temperature

M.R.P.
(% Per Unit)

LD-071x1-24W
LD-072x2-40W

Dimensions

UELEE Outer (mm)
24W 295x295x68
40W 595x595x35

285x285
575x575

X}
o U Y

@00

31950
32400

b



RESIDENTIAL | COMMERCIAL | INDUSTRIAL | ARCHITECTURAL

LEDURE®

Designed in Germany. Made in India.

DC LED Strip
Series

LED Strip Lights | | High Quality PCB | 35 Micron Copper

Decorative Lighting | Aesthetic Accent
Indoor Application | Cove Light

O CRI>80 @ E)ﬁg?\}vwmen

o o0 0O e e e 6 o o

Warm | Natural | Cool | Red | Green | Blue | Pink | Ice Blue | Amber

Product Code ‘ Voltage ‘ (PeerwD:er) (‘:ﬁtmt:tig PCB(“\‘I'Vnu)dth R:J'vllletselrz)e S;::I:iizrgd Tem(';:;gt " ( gNL ,:-'L -
LD-220-4.8W 12V DC 2835 - 60LED 4.8W 8 5 50 O00C00000O0 ¥550
LD-220-9.6W5 12V DC 2835 - 120LED 9.6W 5 5 50 O 7800
LD-220-9.6W 12V DC 2835 - 120LED 9.6W 8 5 50 QOO 7850
LD-220-14.4W5 12V DC 2835 - 180LED 14.4W 5 5 50 O 71300
LD-220-19.2W 12V DC 2835 - 240LED 19.2W 10 5 50 QOO 71500
LD-221-9.6W 24V DC 2835 - 120LED 9.6W 8 5 50 OO0 7900
[ LD-221-19.2W 24V DC 2835 - 240LED 19.2W 10 5 50 QOO0 31950 }

Aquaflexi AC Strip
Series

LED Rope Lights | Plug & Play Out of the Box
High Grade Silicon Housing | IP Protection
Indoor & Outdoor Applications

System Lumen
o CRI>80 @ A
Input )
130-320V AC IP-65 Certified

Product Code ‘ Voltage ‘

(Per Meter)

LEDs Wattage
(Per Meter)

PCB Width

o o0 0 e e o o ¢

Warm | Natural | Cool | Red | Green | Blue | Pink | Ice Blue

Roll Size | Standard ‘ Color M.R.P.

(mm) (Meter) Packing Temperature (% Per Unit)

LD-76-6.5W* 240V DC 2835 - 120LED 6.5W 6 50 3 O00e00000 77600
Drivers
Power Supply | Sleek Linear Design SAmp

Short Circuit Protection | Over Voltage Protection
@ Input @ Surge Protection
130-320V AC Upto 4KV

Product Code

‘ Voltage

Constant Voltage
Constant Voltage
Constant Voltage
Constant Voltage
Constant Voltage

2Amp

|Amp

Standard M.R.P.

CRELELE Packing (% Per Unit)

Current

1000mA
2000mA
3000mA
5000mA
10000mA

e

* Warranty applicable on this product is 1 year @



RESIDENTIAL | COMMERCIAL | INDUSTRIAL | ARCHITECTURAL LEDURE .

Designed in Germany. Made in India.

Magnetic Track
Series

Generation X Product| Profile Light
Track Light | Spot Light

48V DC Supply | Dali Compatible
Easy Installation | Magnetic Channel

o CRI>90 @ E);S‘:SITNLumen

Track Light

Wall Washer Light

Hanging Spot

Color

Dimensions M.R.P.
Temperature (% Per Unit)

Outer (mm) Beam Angle

Product Code Wattage

LD-75-7WT Track Light ?45x95
LD-75-7WH Hanging Spot 40x400 (Wire-710)
LD-75-8WB Linear Light 20x305
LD-75-10WT Wall Washer 20x125
LD-75-12WB Lazer Blade Light 20x250

Power Supply | Short Circuit Protection | Over Voltage Protection @'1”3%“_‘320\,AC @ﬁgggaﬁfytem

Product Code Voltage Current ( PMerR iJPﬁit)
MT2A 100w Constant Voltage 48V 2000mA 35000
MT3A 150W Constant Voltage 48V 3000mA 36000

Magnetic Track Accessories IEEEE

Outer (mm) ( Pel it)

Trimless Channel (1 Meter) 1000x60 34200

Trimless Channel (2 Meter) 2000x60 %7900 £

Trimless Channel (L Jointer) 110x60 32700 2
DC Connector (Single) - 31400
DC Connector (Double) - 32200 60mm
Side Connection Plate = 450

\\ Bottom Connection Plate - %400 / o

Fage: (p



RESIDENTIAL | COMMERCIAL | INDUSTRIAL | ARCHITECTURAL LEDURE .

Designed in Germany. Made in India.

Track Light
Series

Track Spotlight | 360° Adjustable | Clean Finish
Halogen Effect | Fluctuation Proof | Blends with New Age Design
Internal Driver | Aluminium Extrusion | Fits in All Kind of Tracks

o CRI>80 @ f);S‘:SITNLumen

Input l Surge Protection
130-320V AC Upto 4KV

Standard Color M.R.P.
Product Code Packing Temperature (Z Per Unit)
LD-11-12W 12W 12 OX ) QOO 21200
LD-11-20W 20W 12 O@ OO0 %1900
LD-11-30W 30w 12 O@ 00 22600

M.R.P.

Product Code Dimensions (Z Per Unit)

LD-112W 1 Meter oK ] %650

Master Spot
Series

Surface Spotlight |360° Adjustable
Halogen Effect | Fluctuation Proof | Focussed Beam Angle
Internal Driver | Good for Highlighting Product | Wall Mount | Surface Mount

System Lumen
O CRI>80 @ S 140
Input l Surge Protection
130-320V AC Upto 4KV

Dimensions Standard Color M.R.P.

Product Code Outer (mm) Packing Temperature (% Per Unit)

LD-092-12W B74x90 rYaYe

o U

LD-092-20W $92x116 QOO0
PYEY

LD-092-30W ?98x132 o U Y

e iP



RESIDENTIAL | COMMERCIAL | INDUSTRIAL | ARCHITECTURAL LEDURE .

Designed in Germany. Made in India.

UPDown
Series

Wall Spotlight | Waterproof | Outdoor Application
Halogen Effect | Decorative Lighting
Internal Driver | Aluminium Casting | Wall Mount

O CRI>80 % f)flS‘:gvaLumen

Input _
@ 1n3p0u_320V AC @ IP-66 Certified Curve K-Shape Round

Product Code Dimensions Stand_ard Color M.R.P._
Outer (mm) Packing Temperature (% Per Unit)
LD-122-6WU Round - Single 6W X 1 87X60x78 10 Black @) 71200
LD-122-12WU Round - Dual 6W X 2 145X60x78 10 Black O 31600
LD-121-3WU K-Shape - Single 3WX1 82X80x63 10 Grey @) 1000
LD-121-6WU K-Shape - Dual 3WX2 146x80x60 10 Grey O 31400
LD-121-4W Curve - Dual 2W X 2 80x61x35 10 Grey QOO0 21200
LD-121-8W Curve - Dual 2W X 4 98X80x38 10 Grey OO0 %1600
LD-121-12W Curve - Dual 2W X6 153X80x42 10 Grey OO0 22200

Bollard Series

Garden Spread light | IP66 Waterproof | Outdoor Application
Elegant Design | Fluctuation Proof | Decorative Lighting
Internal Driver | Aluminium Casting | Ground Surface Mount

System Lumen Input "
O CRI>80 % > 140/W @ 130-320V AC @ 1P-66 Certified

Dimensions Standard Color M.R.P.

Product Code ‘ Wattage Outer (mm) Packing Temperature (% Per Unit)

LD-55-12W 12w 640x127x127 4 C 34400

Spike Series

Garden Spotlight | IP66 Waterproof | 360° Adjustable
Elegant Design | Fluctuation Proof | Decorative Lighting
Internal Driver | Aluminium Casting | Ground Surface Mount

System Lumen Input "
O CRI>80 @ > 140/W @ 130-320V AC IP-66 Certified

Dimensions Standard Color M.R.P.

Product Code Outer (mm) Packing Temperature (Z Per Unit)
LD-12-6Ws 6W 75x68 12 X ) %1500
LD-12-12Ws 12W 85x72 12 O %2100

Fage: ‘P



RESIDENTIAL | COMMERCIAL | INDUSTRIAL | ARCHITECTURAL LEDURE .

Designed in Germany. Made in India.

Stylo Floodlight
Series

Focus Floodlight|1P66 Waterproof | Adjustable Bracket
Halogen Effect | Fluctuation Proof | Focused Beam Angle
Internal Driver | Aluminium Casting | Surface Mount

l Surge Protection System Lumen
Upto 6KV >150/W
Input -
130-320V AC IP-66 Certified

s Outer {mm) Packing Temperature (¢ Per Unit)
LD-42-30W 30w 228x185x52 8 @) 71500
LD-42-50WM 50W 228x185x52 8 © O %1600
LD-42-50W 50W 222x260x50 8 OXO) 71900
LD-42-100W 100W 273x293x70 4 O 73800
LD-42-150W 150W 320x355x75 2 OO 76200
LD-42-200W 200W 365x410x85 2 OO 38900
LD-42-250W 250W 365x410x85 2 O 312500
LD-42-300W 300W 263x362x127 2 O 716000
LD-42-350W 350W 335x430x170 2 O 320000
LD-42-400W 400W 335x430x170 2 O 722000

Stylo Streetlight
Series

Lens Streetlight | IP66 Waterproof | Slim Design
Extra Bright | Fluctuation Proof | Wide Spread Lighting
Internal Driver | Aluminium Casting | Pole Mount

l Surge Protection System Lumen
Upto 6KV >150/W
Input )
130-320V AC IP-66 Certified

Dimensions Pipe Size Standard Color M.R.P.

Product Code Outer (mm) (MMm) Packing Temperature (% Per Unit)
LD-65-20W 20W 255x95x66 $20-32 12 OXO) 31400
LD-65-30W 30W 255x95x66 $20-32 12 @ O Z1500
LD-65-45W 45W 255x95x66 $20-32 12 ONO) %1800
LD-65-60W 60W 330x163x78 $33-52 @ O 23000
LD-65-90W 90W 330x163x78 $33-52 6 OXO) 33500
LD-65-120W 120W 325x186x95 $35-55 2 O O 75800

Fage: (P
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Designed in Germany. Made in India.

Well Glass
Series

Light for Tunnels, Warehouses, Refineries
Extra Bright | Fluctuation Proof | Uniform Light Distribution
Internal Driver | Aluminium Casting | Pipes - Hooks - Brackets Mount

l Surge Protection System Lumen
Upto 6KV >150/W
Input -
130-320V AC IP-66 Certified

Product Code

Dimensions Standard Color M.R.P.

Outer (mm) Packing Temperature (% Per Unit)
5

LD-50-40W 40W ?138x150 4 () 33000

UFO Highbay
Series

Light for Warehouses, Airports, Exhibition Halls
Extra Bright | Fluctuation Proof | Uniform Light Distribution
Internal Driver | Aluminium Casting | Pipes - Hooks - Brackets Mount

, Surge Protection System Lumen
Upto 6KV >150/W
Input B
130-320V AC IP-66 Certified

Dimensions Standard Color M.R.P.
Outer (mm) Packing Temperature (% Per Unit)

Product Code ‘

LD-46-100W $290x112 ) 36300
LD-46-150W $350x180 : %9900
LD-46-200W $350x180 ) 312900

Canopy
Series

Light for Petrol Pump, Gas Stations. High Ceilings
Extra Bright | Fluctuation Proof | Uniform Light Distribution
Internal Driver | Aluminium Casting | False Ceiling | Hook Mount

, Surge Protection System Lumen
Upto 6KV >150/W
Input -
130-320V AC IP-66 Certified

Product Code

Dimensions Standard Color M.R.P.
Outer (mm) Packing Temperature (% Per Unit)

LD-30-80W 233x225x52
LD-30-100W 233x225x52

@l%@ qD
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Designed in Germany. Made in India.

Uromax Lamp
Series

Retrofit Bulb | High Beam Angle Upto 270°
Extra Bright | Glare Free Effect
Internal Driver | Easy fit into B22 Bulb Holder

System L Input
OCR'>8° @!15437\% umen @1n3p0u-320VAC @) O 0O ®© @ 6 & O

Warm | Natural | Cool | Red | Green | Blue | Pink | Orange

Product Code pimensions S;g::m? Tem‘;;:elrt::\rture (64 altlerR l'.lPr'\it)
LD-31-0.5WP* 0.5W A45x67x65 Plugin 48 0000000 %90
LD-31-0.5WC* 0.5W A45 B-22 Cap 180 Color Changing (7-in-1) 390
LD-31-0.5W* 0.5W A4S B-22 Cap 180 0000000 T60
LD-31-3W 3W A55 B-22 Cap | % * 100 O 7120
LD-31-4.9W 4.9W AS55 B-22 Cap | % * % 100 @) 7140
LD-31-7W 7W A55 B-22 Cap | % & 100 O 7150
LD-31-9W 9w A60 B-22 Cap | % % 100 @) 7175
LD-31-9W3 9w A60 B-22 Cap | & * X 100 O 7200
LD-31-12W 12W A60 B-22 Cap | # * 50 @) 7250
LD-31-12W3 12W A65 B-22 Cap | % #* X 50 @) 3275
LD-31-15W 15W A65 B-22 Cap | + * * 50 @) %325

High Wattage Lamp
Series

Retrofit Bulb | Inbuilt Heat Sink
Extra Bright | Glare Free Effect
Internal Driver | Easy fit into B22 Bulb Holder

System Lumen Input
o CRI>80 Q > 140/W @ 130-320V AC

M.R.P.
(% Per Unit)

Standard Color
Packing Temperature

Product Code Wattage Dimensions Type

LD-10-16W
LD-10-20W
LD-10-30W
LD-10-40W
LD-10-50W

Inverter Lamp
Series

Emergency Bulb | Upto 4 Hours Backup | Rechargeable Battery
Extra Bright | Over Charging Protection
Internal Driver | Easy fit into B22 Bulb Holder

System Lumen Input
o CRI>80 @ S Ao @ 130-320V AC

Dimensions Type

N

7
g

£

Product Code Wattage

Packing Temperature (% Per Unit)

‘ Standard Color M.R.P.

LD-58-9W*
LD-58-9WSD*
LD-58-12W*

9w
9W Step Dim
12w

2950 Y

ngdg%x * Warranty applicable on this product is 1 year @
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Designed in Germany. Made in India.

LED Batten

Series : B
Slim Tubelight| Plug & Play /

Extra Bright | Soft & Glare Free Light | High Performance Diffuser

Internal Driver | Polycarbonate Housing | Wall Mount | Surface Mount /
System Lumen Input ’
o CRI>80 @ >aom @ 130-320V AC .

Product Code g:JT:rn (SrI::'ls) ssz:ﬂ?g Tem(;:)?allgrture (2 F“’,tIarR l.JPI‘.lit)
LD-08-5W 5W 288x24x38 1ft 20 Q0 3275
LD-08-10W 10W 568x24x38 2 ft 20 @O %400
LD-08-20WM 20W 1104x24x38 4 ft 20 O000000 7525
LD-08-20W 20W 1185x24x38 4 ft 20 @) 3550
LD-08-25W 25W 1210x28x38 4 ft 20 @) %700
LD-08-36W 36W 1220x37x40 4 ft 20 @) 7900
LD-08-40WA 40W 1185x24x38 41t 20 o 7990

Star Downlight
Series

Back-lit Downlight | Energy Efficient | Anti Glare
Extra Bright | Glare Free Light | High Performance Diffuser
Plastic Model | Aluminium Model | Concealed Box | False Ceiling

System Lumen Input
O CRI>80 @ > 140/W @ 130-320V AC

productode | Watage | Dimensions | Pmemions | g | Swndad | ol [ MRR
LD-033-5W @110x53 Concealed el I I J
LD-033-7W ?109x45 Concealed (Aluminum) OC
LD-033-9W @110x42 Concealed (Aluminum)
LD-033-12W ?110x42 Concealed (Aluminum)
LD-033-6W COB @109x58 Recessed Mounted

Shine Downlight
Series

Back-lit Downlight | Energy Efficient
Extra Bright | Glare Free Light | High Performance Diffuser
Internal Driver | Plastic Model | Junction Box | Concealed Box | False Celling

System Lumen Input
o CRI>80 @ > 140W @ 130-320V AC

Dimensions Dimensions ‘ Standard ‘ Color

M.R.P.

Product Code ‘ Wattage ‘

Outer (mm) utout (mm) Packing Temperature (% Per Unit)
LD-38-3W 3w #80x34 Junction 60 0000000 7180
LD-38-3WD 3W ?80x45 @50 Deep Junction 60 000000 7180
LD-38-5W 5W P110x47 @78 Concealed 60 0000000 %225
LD-38-7W 7W @110x50 ?88 Concealed 60 @) 7300
LD-38-7WT 7W ?110x58 @80 Concealed (3-in-1) 60 GHin-D 3500
LD-38-7WT 7W ?110x58 @80 Concealed (3-in-1) 50 3500
LD-38-9W 9w $110x50 @88 Concealed 60 Q0 7310

Feee o
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Designed in Germany. Made in India.

Trim Spot
Series

Back-lit Spotlight | Concealed Fit | Tiltable Focus
Extra Bright | Internal Driver | Polycarbonate Housing | False Ceiling

System Lumen Input
o CRI>80 @ > 140/W @ 130-320V AC

Dimensions Dimensions Standard Color M.R.P.

Product Code Type Outer (mm) Cutout (mm) Packing Temperature (Z Per Unit)
LD-67-3W 3W Concealed @70x42 @58 48 CJOXO) 3275
LD-67-6W 6W Concealed @90x42 @75 24 @00 3350

Nova Downlight
Series

Back-lit Downlight | Dual Colour with Ring Effect | Extra Bright
Internal Driver | Polycarbonate Housing| Junction Box | False Celling

System Lumen Input
o CRI>80 @ > 140/W @ 130-320V AC

Dimensions Dimensions Standard Color M.R.P.
Outer (mm) Cutout (mm) Packing Temperature (% Per Unit)

LD-62-6W @85x45 Junction
LD-62-7W+7W ?85x45 Junction (2-in-1)

Product Code Wattage

Moon Surface
Series

Back-lit Surface light | Borderless Diffuser | Extra Bright
Internal Driver | Polycarbonate Housing | Surface Mount

System Lumen Input
o CRI>80 @ > 1400 @ 130-320V AC

Dimensions Standard Color M.R.P.

Product Code Wattage

Outer (mm) Packing Temperature (% Per Unit)
LD-37-6W 6W PB86x42 40 000000 7375
LD-37-12W 12w ?140x45 20 OO0 2695

Orbit Surface
Series

Back-lit Surface light | Furniture Light | Niche Light | Extra Bright
Internal Driver | Polycarbonate Housing | Surface Mount

System Lumen Input
o CRI>80 Q > 140/W @ 130-320V AC

Dimensions Standard Color M.R.P.
Outer (mm) Packing Temperature (Z Per Unit)

Product Code Wattage

P69x14
?#92x18

e (P
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LEDURE®

Designed in Germany. Made in India.

Constant Current

Driver

Power Supply | Input Voltage 90-350V

Short Circuit Protection | Over Voltage Protection
Contact Current Driver | Surge Protection Upto 6KV

Product Code

Volatage

Current

M
(% Per Unit)

LDS-3W
LCS-6W
LDS-7-10W
LDS-10-15W
LDS-15-20W
LCS-20W
LDS-20-24W
LCS-30W
LDS-40W
LCS-40W
16497
16498
16579
16519

Cabinet
Cabinet
Cabinet
Cabinet
Cabinet
Cabinet
Cabinet
Cabinet
Cabinet
Cabinet
Street Light
Street Light
Flood Light
Flood Light

3W

6W

Y
12w
15w
20W

22-24W

30W
40W
40W
30W
45W
30W
50W

9V
36V
36V
36V
36V
36V
66-72V
36V
54V
36V
36V
54V
36V
72V

300mA
125mA
240mA
300mA
400mA
490mA
300mA
720mA
625mA
1000mA
750mA
650mA
750mA
600mA

3120
3180
%200
3230
3250
3400
3550
3525
3600
3600
3450
3600
3450
3600

b
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Registered Office

115 1st Floor, Devika Tower
Nehru Place

New Delhi - 110019

Manufacturing Address
A-40, Sector-58, Noida
Gautam Buddha Nagar
Uttar Pradesh - 201301

TollFree 1800 11 6373
Email info@ledure.com Scan QR Code to download
Website  www.ledure.com Ledure Latest Catalouge

Terms & Conditions
Prices are in Indian Rupees ? (Inclusive of GST).
Warranty applicable as per Ledure Warranty Policy.
Prices are subject to change without notice.
Prices will be charged applicable at the time of supply.
Material damaged in transportation are not covered under guarantee.
Company is not responsible for material stolen or seized due to any reason in transit.
This MRP / price list supercedes all previous price list.
Every efforts has been made to ensure accuracy in compilation of technical/commercial details within this publication.
Specification and performance data are constantly changing, current details should, therefore, be checked with the company.
Company reserves the right to issue amendments, which may arise due to any errors in the price list.
All MRP Rs. (Inclusive of all taxes) mentioned above are for quantity 1 Pc.
All disputes will be subject to Delhi jurisdiction only.




